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accessories - fan filters

SSC-20 "SSC" series hose-proof protection hood
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A protective cover for exhaust filters and filter fans in stainless 
steel (AISI 304) to safeguard against rain, water jets and foreign 
particles, by increasing the protection class to IP56.  Available also 
in powder coated RAL 7035, UL Type 12 and in UL Type 4X version 
equipped with a FDA-compliant silicone gasket. 
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Technical data
APPROVALS

Approvals CE

GENERIC DATA

Casing Material Stainless Steel AISI 304

Suitable for filters FF20; GF20

Fixing System Interlocking

ENVIRONMENTAL AND THERMAL DATA

IP Protection Degree IP56

epoxy painted steel casingType of material:
RAL 7032 and RAL 7035Standard colour:
IP23, according to EN 60529 standardProtection degree:
By No 4 M6 screwsFixing method:
anyPlate thickness:
from -20°C to +60°CStorage temperature:
50,000 hLifetime L10 at 40°C:
thermalMotor protection:
by 3 core 1.0 mm² cableElectrical connection:
by yellow/green conductorEarth connection:
class IAppliance class:
5.29 KgWeight:
CEApprovals:

"T19" SERIES

Description: Roof Exhaust Unit

technical drawing

mounting cut-out

(W)

ApprovalsRated
Temp. RangeNoiseStatic

Pressure
Rated
Power

Max
Air Flow**

Rated
CurrentFrequencyVoltageModel

(A)(V) (Hz) (°C)[db(A)](Pa)(m3/h)

T19*115B 115 V a.c. 50/60 0.53/0.62 550/590 370/510 67.9/71.0 -20 ÷ +6058/71 CE

T19*230B 230 V a.c. 50/60 0.290/0.340 550/590 370/510 67.9/71.0 -20 ÷ +6062/78 CE
(*) may be R for color RAL 7032 or U for color RAL 7035             (**) data with uncertainty of 10%

All specifiations, data and drawing are subject to change without notice and are approximate. 
Please refer to our terms of sales including our warranty and limited liabilities clauses.
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All specifiations, data and drawing are subject to change without notice and are approximate. 
Please refer to our terms of sales including our warranty and limited liabilities clauses.

vi_t19Buy Online

https://www.axaironline.co.uk/ssc-20-stainless-steel-weather-protective-cover-356x361mm.html
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